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Harvest	 efficiency	 is	 defined	 as	 the	 percentage	 of	 fruits	 harvested	 by	 total	
production.	The	percentage	of	fruits	harvested	is	less	than	100%	when	working	with	
trunk	 shakers	 to	 detach	 olives.	 It	 is	 important	 to	 increase	 the	 percentage	 of	 fruits	
harvested	 in	 order	 to	 increase	 farmer’s	 income.	 This	 objective	 can	 be	 achieved	
knowing	 the	evolution	of	 the	main	 factors	affecting	 fruit	detachment.	Fruit	removal	
force	 (FRF),	 fruit	weight	 (P)	and	 the	 ratio	between	 them	are	 important	 for	harvest	
efficiency.	 Field	 trials	 took	 place	 for	 two	 years	 (2013-2014)	 in	 Vilariça	 Valley,	




evaluate	 their	evolution.	 In	 this	paper	are	presented	 the	preliminary	 results	of	 the	
ratio	FRF	(fruit	removal	force)/fruit	weight	evolution	during	the	ripening	period	(P)	
and	 the	 results	 of	 the	 equipment	 work	 rate	 (trees	 h-1).	 The	 ratio	 FRF/P	 has	
predominantly	descendant	values	 in	 the	weeks	before	harvest,	 from	140	 to	80	as	a	
result	of	a	FRF	downward	variation	from	4.9	to	2.94	N	and	an	upward	variation	of	P	
from	0.0294	 to	0.0637	N.	The	FRF/P	 ratio	 stabilizes	 the	decline	 in	 the	 last	week	of	
November	 just	 before	 harvesting,	 registering	 in	 some	 cases	 a	 slight	 increase	 in	
consequence	 of	 FRF	 increase	 higher	 than	 P	 increase	 (contrary	 to	 the	 tendency	 of	
previous	weeks).	Equipment	work	 rate	 showed	values	between	40	and	57	 trees	h-1,	
confirming	previous	results.	
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INTRODUCTION	
Mechanical	 olive	 harvesting	 systems	 adopting	 trunk	 shakers	 are	 common	 in	 main	
production	 areas.	 With	 this	 kind	 of	 equipment	 it	 is	 detached	 less	 than	 100%	 of	 the	
production,	usually	70	to	90%	(Michelakis,	2002).	To	avoid	the	consequent	loss	of	10	to	30%	
of	 production,	 growers	 usually	 adopt	 traditionally	 hand	 harvesting	 to	 detach	 olives	
remaining	on	the	tree	after	the	trunk	shaker	work,	which	increase	costs.	
It	 is	 important	 to	 improve	 mechanical	 harvesting	 efficiency,	 considered	 as	 the	
percentage	of	fruit	removed	from	the	total	crop	on	the	tree	(Ferguson,	2006),	in	order	to	get	
better	 farmers	 net	 return.	 To	 achieve	 this	 objective,	 factors	 affecting	 mechanical	 olive	





harvest	 and	 can	 be	 also	 used	 as	 an	 indicator	 of	when	 to	 begin	 and	 finish	 harvest	 season	
(Ferguson,	2006).	
Preliminary	results	of	fruit	removal	force	(FRF),	fruit	weight	(P)	and	the	ratio	between	













The	mechanical	harvesting	system	 is	based	on	a	 trunk	shaker	mounted	on	 the	 front	
loader	of	a	60-kW	four	wheel	drive	tractor	to	detach	olives.	Olives	detached	are	collected	by	
a	 9-m	 diameter	 inverted	 umbrella	 linked	 to	 the	 tractor	 front-end-loader	 under	 the	 trunk	
shaker	(Figure	2).	The	inverted	umbrella	can	store	temporarily	from	200	to	250	kg	of	olives	
in	 a	 collecting	 tray.	 Under	 the	 collecting	 tray	 a	 lead	 may	 be	 hydraulically	 open	 to	 allow	
discharge	of	the	olives.	





























More	 experiments	 are	 needed	 to	 understand	 the	 unexpected	 FRF/P	 ratio	 values	
obtained	 two	weeks	before	harvesting,	 registered	 in	 the	same	 field	 trials	 (Figure	4a,	b,	d).	






The	 elementary	 time	 tree-1	 in	 seconds	 used	 to	 compute	 equipment	 work	 rate	 is	
presented	in	Figure	5.	Work	rate	values	are	presented	in	Table	1.	
Time	to	move	equipment	between	the	trees	assumes	a	great	importance,	showing	that	
good	 conditions	 to	move	 equipment	 have	 better	 chances	 to	 improve	 the	work	 rate.	Work	
rate	values	obtained	in	this	study	confirm	the	previous	results	of	Almeida	et	al.	(2007).	
Table	1.	Work	rate	values	(trees	h-1)	of	the	equipment	for	mechanical	olive	harvesting.	
Average Minimum Maximum Standard deviation 
52.0 40.0 57.0 5.29 
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Figure	4.	 Evolution	 of	 FRF/P	 (fruit	 removal	 force/fruit	weight)	 ratio	 during	 the	 ripening	
period	 of	 olive	 fruits	 in	 Vilariça	 Valley,	 Portugal:	 a)	 plot	 1	 in	 2013;	 b)	 plot	 2	 in	
2013;	c)	plot	3	in	2013;	d)	plot	1	in	2014;	e)	plot	2	in	2014;	f)	plot	3	in	2014.	
	







easiness	 of	 olives	 detachment.	 The	 ratio	 of	 FRF/P	 must	 be	 linked	 to	 yield	 harvested	 to	
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